ULTRA-LED™ RUNTIMES

FL1 STANDARD FL1 STANDARD FL1 STANDARD

FL1 STANDARD
ANSI/NEMA 2 @)\
Standard

LUMENS 00h

g
0000cd M

(4) 18650-2600mAhQ(3.7V) LION Rechargable Batteries
MAX OUTPUT/RUN TIME

MODE INTENSITY BEAM IMPACT WATER
FLOOD SPOT FLOOD+SPOT GREEN (CANDELA) DISTANCE RESISTANT RESISTANT

4000 Lumens 550 Lumens 4550 Lumens 130 Lumens
TURBO 2hr 15min 3hr 57min Thr37min 6hr 36min

1800 Lumens 280 Lumens 2080 Lumens 75 Lumens
HIGH 2hr 50min 9hrs 40min 2hr 8min 18hr 11min

800 Lumens 140 Lumens 940 Lumens 38 Lumens 14762 CD/Spot 243M/Spot
MEDIUM 7hr 25min 24hrs 5hr 26min 45hr 28min 1681 CD/Flood 82M/Flood

LOW 260 Lumens 50 Lumens 310 Lumens 11 Lumens
24hrs 30min 68hr 20min 6hr 27min 134hr 45min
4000 Lumens 550 Lumens 4550 Lumens 130 Lumens
(8) CR123A(3.0V) Disposable Lithium Batteries
MAX OUTPUT/RUN TIME

INTENSITY BEAM IMPACT WATER
FLOOD SPOT FLOOD+SPOT GREEN (CANDELA) DISTANCE RESISTANT RESISTANT

1300 Lumens 210 Lumens 1510 Lumens 60 Lumens
HIGH 3hr 5min 10hr 44min 1hr 45min 21hr 21min

800 Lumens 140 Lumens 940 Lumens 38 Lumens
MEDIUM 5hr 5min 18hr 52min 3hr 6min 34hr 59min
260 Lumens 50 Lumens 310 Lumens 11 Lumens 529 CD/Flood 46M/Flood1
LOW 11hr 45min 51hr 52min 7hr 56min
1300 Lumens 210 Lumens 1510 Lumens 60 Lumens
STROBE 8hr 45min 13hr 57min 4hr 23min 29hr 35min

Standards determined by The Portable Lights American Trade Organization (PLATO)

6561 CD/Spot 162M/Spot



